
HP Pavilion 13-P110NR Screen Replacement
This guide will show you step by step on how to replace the touch screen glass on your device.

Written By: Matthew "Cole" Corson
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INTRODUCTION

This guide provides details to restore life to your HP Pavilion 13-p110nr by replacing the faulty
screen. Before you begin, make sure you have adequately troubleshooted how to change the screen
using this Troubleshooting Page. In addition, make sure you have read through all the steps
required and understand what you will be doing. While replacing the screen, watch out for smalls
pieces of broken glass during the process. If you don't understand or feel comfortable completing
any of the steps, find someone with more experience to assist you with this guide.

TOOLS:
Phillips #00 Screwdriver (1)
Spudger (1)

PARTS:
New HP Pavilion 13-P110NR Screen (1)
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Step 1 — Screen

Remove the back of the laptop
screen using a black nylon spudger.



Step 2

Detach the wires from the green
circuit boards located at the bottom.



Remove three 3.0 mm #00 Philips
screws from the circuit board on the
left.



Remove two 4.0 mm #00 Philips
screws from the small circuit board
on the right.
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Step 3

Detach the wires located just above
the bigger green circuit board.



Step 4

 

Remove six 4.0 mm Philips #00 screws from the outside of the frame.

Remove five 3.0 mm Philips #00 screws from the outside of the frame.

Remove the one 3.0 mm Philips #00 screw hidden under the circuit board.
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Step 5

Remove the band that is attached to
the circuit board, located on the right
side.



Step 6

Lift the frame and attached
hardware from two corners of the
frame.



Remove the frame from the device.
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Step 7

 

Remove the tape located at the top of the frame.

Remove the bands from underneath the tape.

Step 8

 

Use the spudger to lift the case, which is attached at four spots by pegs.

Remove the metal cover and layers of film.
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To reassemble your device, follow these instructions in reverse order.

Step 9

Use the spudger to gently lift up the
screen.



There are two layers, go under the
bottom layer.



Step 10

After you get some space at the top
of the screen, proceed by using a
thin board to gently remove the
screen from the frame.
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