
Kenmore 110 Series Washing Machine Water
Level Sensor Replacement

Replace a faulty water level sensor in your Kenmore 110 Series Washing Machine.

Written By: Robert Trout
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INTRODUCTION

Use this guide to replace a faulty water level sensor.

TOOLS:
Adjustable Wrench (1)
Phillips #1 Screwdriver (1)
Socket Wrench (1)
5/16" Socket (1)

Kenmore 110 Series Washing Machine W… Draft: 2020-04-14Guide ID: 11037 -

This document was generated on 2020-11-21 03:44:58 AM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 2 of 4

http://www.amazon.com/Crescent-AC26VS-Carded-Sensormatic-Adjustable/dp/B00002N5KZ/ref=sr_1_13?ie=UTF8&qid=1390937225&sr=8-13&keywords=crescent+wrench
https://eustore.ifixit.com/products/phillips-1-screwdriver
https://www.homedepot.com/p/Husky-3-8-in-Drive-Round-Head-Ratchet-H38RHRAT/202923414
http://www.amazon.com/TEKTON-14150-16-Inch-Shallow-12-Point/dp/B00DP14MNW/ref=sr_1_1?s=hi&ie=UTF8&qid=1434652727&sr=1-1&keywords=tekton+14150&pebp=1434652729911&perid=0Q2G2QJGES0ZHBY21NGN


Step 1 — Water Level Sensor

Unplug the washing machine!

Using a 5/16" socket wrench or an
adjustable wrench, remove the three
screws from the top rear of the
washer.



Lifting from the rear, remove the top
panel.



The top panel will still be connected
by wires and hoses. It will help if you
have a flat raised surface to set the
top panel on.



Step 2

  

Using a 5/16" socket wrench or a hand wrench, remove the two screws from the component cover.

From the bottom, pull out and remove the component cover.
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To reassemble your device, follow these instructions in reverse order.

Step 3

  

Remove wires from water level sensor.

With a Phillips screwdriver remove the mounting screw.

Cut the zip tie and remove water level hose.
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