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The	footrest	can	be	customized	into	4	different...
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INTRODUCTIONINTRODUCTION

The	footrest	can	be	customized	into	4	different	positions	in	order	to	fit	the	recipient's
height	and	comfort	level.

Familiarize	yourself	with	the	tools	required	for	this	procedure	(listed	below)	by
referencing	the	Tools	Maintenance	guide.

TOOLS:TOOLS:

10mm	Wrench	(1)

PARTS:PARTS:

Flat-Head	Bolt	(4)

Step	1Step	1		—	—	Multi-Position	FootrestMulti-Position	Footrest

Attach	the	extendable	footrest	bar	to	the	front	frame	at	the	desired	height

Make	sure	the	two	bolt	holes	on	the	footrest	bar	line	up	with	two	of	the	holes	on	the
front	frame

http://www.amazon.com/TEKTON-21271-10mm-Combination-Wrench/dp/B000NPUL0G/ref=sr_1_1?ie=UTF8&qid=1388418341&sr=8-1&keywords=10mm+wrench
file:///Item/Flat-Head_Bolt


Step	2Step	2

Push	a	flat	head	bolt	through	the	hole	in	the	frame.

Use	the	10mm	wrench	to	secure	the	nut	on	the	other	side	of	the	bolt

Twist	the	10mm	wrench	counter-clockwise	to	tighten	the	nut

Attach	the	three	other	flat-head	bolts	and	nuts	to	the	remaining	holes	by	using	the
10mm	wrench



Step	3Step	3

Attach	the	footrest	to	the	footrest	bar	with	the	bottom	of	the	footrest	pointing	upwards

Match	the	footrest	wedges	up	with	the	holes	and	push	4	small	bolts	through	the	holes
The	heads	of	the	bolts	should	fit	perfectly	through	the	footrest

Tighten	the	nuts	onto	the	bolts	using	the	10mm	wrench

Make	sure	the	nuts	are	securely	fastened	but	do	not	tighten	the	nuts	too	tightly

Step	4Step	4

Flip	the	footrest	back	over	and
the	footrest	is	now	ready	for
use
The	footrest	may	be	adjusted
into	4	different	locations
depending	on	the	height	and
comfort	level	of	the	recipient



Step	5Step	5

To	change	the	footrest's	position,	repeat	the	previous	steps	but	move	the	footrest	bar	to
the	preferred	position	by	lining	up	the	footrest	bar	with	the	holes	on	the	sides	of	the
frame


