
Cub Cadet OHV 173cc/6.75 Recoil Starter
Replacement

This guide is for those who want to replace the recoil starter in their lawnmower.

Written By: Andres Dominguez
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INTRODUCTION

If the cord of your lawnmower does not return back in when you pull it, then there may be a problem
with your lawnmower's recoil starter. This guide is if you wish to replace this part from your
lawnmower, and I will be using a Cub Cadet OHV 173cc/6.75 to demonstrate the process.

The recoil starter is a part in the lawnmower that starts the engine when you pull the cord. Then, with
a spring, it coils the cord back into the lawnmower. When the spring is damaged, the recoil starter
can not coil the cord back into the lawnmower.

However, instead of demonstrating how to replace the spring, in this guide I will show how to replace
the whole recoil starter.

TOOLS:
Socket Wrench (1)
Socket 10mm (1)
Phillips #0 Screwdriver (1)

PARTS:
Recoil Starter 751-10299 951-10299

1P61P0 (1)
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https://www.homedepot.com/p/Husky-3-8-in-Drive-Round-Head-Ratchet-H38RHRAT/202923414
http://www.amazon.com/TEKTON-14142-8-Inch-Shallow-6-Point/dp/B000NY7A10/ref=sr_1_2?ie=UTF8&qid=1431007689&sr=8-2&keywords=10+mm+socket
file:///Store/Tools/Phillips-0-Screwdriver/IF145-005
https://www.amazon.com/Poweka-Assembly-751-10299-951-10299-951-10299A/dp/B00M9DEXO0/ref=pd_lpo_1?pd_rd_i=B00M9DEXO0&psc=1


Step 1 — Recoil Starter

Remove the four screws from the
hood of the lawnmower using a
Phillips #0 screwdriver.



Step 2

  

Remove the hood of the lawnmower by pulling up.
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Step 3

  

Using a wrench, remove the three nuts from the lawnmower’s defective recoil starter.

Step 4

  

Remove the defective recoil starter by pulling up.
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Step 5

  

Place the new recoil starter in the lawnmower where the defective one was prior.

Step 6

  

Tighten the new recoil starter onto the lawnmower with a wrench and the nuts you had removed
earlier.
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Step 7

  

Tighten the hood back onto the lawnmower with a Phillips #0 screwdriver and the four screws you
had removed previously.



Make sure not to screw the hood on too tightly.
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